CI:D PI4YULINK

User Manual - English

This manual applies to the following Phylink products.

Phylink Covert Network Camera
PLC-128PW/PLC-129PW

Please read this manual carefully before attempting to install or operate this product.
This User Manualis a work-in-progress and is constantly being updated.
You are invited to check the website regularly for updated versions.
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PHHYULINK

4.2 Setting up Wi-Fi viaiOS device

Tap 9 symbol on the right side of the camera, the sliding menu will be displayed.

sssse T 23:07 - B4 W]

Add My Camera About

. O @2

)

Tap the Edit Camera icon from the sliding menu.
And then go to Advanced Setting > Network Setup.

“enee T 01:34 L omm senee T 01:35 Lo
Back Edit Camera Back Advanced Setting
YGCDFFHJF3XUMF6T111A Motion Detection 0
Alarm Recording
Name Camera N
Microphone —_—
Account admin
Speaker —
Password eeeee
Video Quality >
Reconnect Connected
Network Setup >
Change Password b Alarm Actions ?
Login Account >
Advanced Setting >
About Device >

Press “WiFi Networks” , then the camera will search for available Wi-Fi networks around it.
Select your network from the list.

L]
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Type your Wi-Fi password and press “Join” button to complete the Wi-Fi setup.

sssee T 01:33 Lo

Please enter password for TP-Link_245416.

Cancel Enter Password Join

Password ocoooooo.oooo' (]

After a successful wireless setup, you can remove the network cable and the camera should work through the
wireless network after a short delay.
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4.3 Installation for Android device

Get the free PHYCAM app from Google Play.
Start the app and the following screen will appear.

My Camera

Press L¥ ! toadd anew camera.
If your camera is located on the same local network as your Android device, the app can search for it.
Click the “Scan local network” menu and the camera’s UID will shows up on the "Search camera from LAN" screen.

Click on camera’s UID to go to the next step.

[:'3 Search camera from LAN

C3S998FY5G639HPGUTT1

192.168.2.100

Enter the "Password". ( The default Password is "admin™.)

Assign a "Name" to the camera to help identify this camera if more (&) Add Camera

than one camera is in use.

( The default name is "Camera 0".) uID: C3S998FY5G639HPGUTTI
Account: admin
Password:
Name: Camera 0
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Tap q symbol on the right side of the camera,
the sliding menu will be displayed.

. Add camera

. View the app version and get support info

. Sliding menu

. Detect camera

. Edit Camera, change settings and password
. Motion detection enable and disable.

. Audio mode

. Video mode

O ~NO OIS WN P

Quit live video mode

View the recorded videos and photos

Start recording / Stop recording

Take a snapshot

Enable or disable speaking to the camera
Enable or disable receiving audio from camera

oakrwphpE
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4.4 Setting up Wi-Fi via Android device

Tap 4 symbol on the right side of the camera, the sliding menu will be displayed.

My Camera

Camera 0
UID: C35998FY5G639HPGUTT] q
@ Online

Odb %P W

Tap the Edit Camera icon from the sliding menu.
And then go to Advanced Setting > Network Setup.

(2 Edit Camera

—— () Advanced Setting
uID: YGCDFFHJF3XUMF6T111A

Motion Detection

Name: Camera 0

Microphone
Account: admin

Speaker
Password:

Video Quality
Reconnect Online »

[ Network Setup |
Change Password >
[ Advanced Setting ] >

Press “Wi-Fi Setting” , then the camera will search for available Wi-Fi networks around it.

@j Network Setup

Wi-Fi Setting >

FTP Upload >
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[Z) WirFi Setting

TP-LINK_DB7301 [100%]

FAST_11DA2E [56%] Set WiFi Password
NETGEAR43 [89%]

TP-LINK_DB7301 [100%]

TOPWAY [43%)] Password: 'passw{)rd12345]

TP-LINK_14B [25%]

Select your wireless network from the list. Type in your Wi-Fi password and then press "OK" to save the settings.

After a successful wireless setup, remove the network cable and the camera should work through the wireless
network after a short delay.
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4.5 Camera Setup on PC/Mac

4.5.1 Camera Live software installation

Phylink Camera Live is software which allows you to find and view your camera from the Internet easily.

Itis also a tool that can search for your camera within your local network.

You can further configure or view your camera via the most popular web browsers such as FireFox, Internet Explorer,
Microsoft Edge (Windows 10), Chrome and Safari.

Phylink Camera Live is provided on the included CD, or you can download it from our technical support website, for
both the Windows and Mac OS.
http://phylink.com/downloads/index.htm#Software

For setup on Windows, insert the provided installation CD into computer's CD-ROM drive and the installation
window will appear.
Click on the "Install Camera Live" button and follow the setup wizard to complete the software installation.

PHYLINK
NETWORK IP CAMERA

INSTALLATION CD-ROM

[ Install Camera Live ]
[ Documents ]
[ Exit ]

Tips:

If the Installation CD program does not start automatically open the CD-ROM drive and double click on"autorun".
For Mac OS, please install the “Camera Live for Mac” from this Installation CD.

Or download it from the Downloads section on our technical support website.
http://phylink.com/downloads/index.htm#Software
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At the lower left corner of camera preview, there is a chain icon which is used to indicate camera’s connection status.

C3S998FY5G639HPGUT7TL

Camera | N E)

This icon indicates that the camera is online and a connection is established.

(? This icon indicates that the camera is disconnected.
If the chain icon stays red when attempting to connect, please check the UID and password that you typed.
Both the default user name and password is admin, all are lowercase letters.
Also check the camera’s hardware connections according to the Hardware Installation chapter.
Check your Internet connection.

After a few minutes the red chain icon will turn green, which indicates that the camera is online and connection is
established. If your settings are all correct you should now be viewing the live video from the camera.
Click on "play” button or double click on the camera preview for live viewing.

E—0X
CORE— |
= .-
Camera Multilive Video Album Setup

1920x1080 8FPS 1.3Mbps

Tip: To learn more about Camera Live, please refer to "How to Access the camera using Camera Live" in Support -
Technical Articles section from our technical support website.
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4.5.3 Accessing the camera via Web Browser (TCP/HTTP method)

This chapter shows how to search for the camera at your local network and log in to the camera via browser on your
computer. If you like to access the camera through the browser and have some background knowledge of the
network, the Phylink camera can be accessed from most popular web browsers. This accessing method is base on
IP/TCP/HTTP protocols.

Camera Live software is a tool that can find (search for) your camera’s IP address on your local network.
You can also further configure and view your camera via a web browser.

Make sure that your computer is located on the same local network as your camera.

Start the Camera Live and click on @ icon from the main toolbar.
Click the "Search" button, the program should automatically find the camera in your local network.

E —0OX
0 ul .
;E = B a &
Camera MultiLive Video Album Setup
Model Mame Location IP Port MAC P2P UID
1 PLC-223W Phylink Cube ... Default Location  192.168.2.113 80 TC:DD:O0:8A:34... BCX3IDTSLTTS...
Search Browser Clear Setup

Version 1.1 {Build 20150906)

Tip: Sometimes the program may take a few minutes to find your camera, so if your camera isn’t displayed, wait a few
moments before clicking “Search” button again.

Select the camera from the camera list and it will be highlighted.
Click the "Browser" button and that will open the camera's Homepage in your default browser.

If you need to configure the camera’s IP address, select the camera from list and click the “Setup” button at the lower
right corner of the window.

We don't recommend users to set the camera to a static IP. For most routers, DHCP is enabled by default to assign a
local IP address to the network camera.

To learn how to setup the TCP/IP settings of the camera before you connect to it, please refer to
“Appendix E: Manually entering TCP/IP Settings for a Camera ” towards the end of this manual.
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4.5.4 Wireless Setup via Web Browser

The Phylink camera can work in either wired or wireless mode. After a successful wireless setup, unplug the Ethernet
cable, the camera will work through the wireless network with the router. Please note that if you have already set up
the wireless connection via the iOS or Android device , you can skip this step.

After logging in to the camera via the browser, click "Setting" button on homepage to configure the camera.
Browse to Network > Wireless Setup menu and the following screen will appear.

PHYLINK Live View | Wizard | System | Suppor | Reboot
Wireless Setup b Camera
¥  Network
Wireless: ® Enable © Disable Wireless Setup
SSID: wirelessnc | | Search. .. SO L
Mode: Infrastructure DDNS Setup
(Select Infrastructure mode if using wireless router.) UPNP Setup
. P2P Setup
Security mode:
b Storage
Apply b Task
b Tools

Do NOT type anything in the SSID field. Instead, click the "Search..." button so that the camera can search for the
available Wi-Fi networks around it.

SSID Mode Channel| Auth |[Encrypt| Signal
(® |METGEAR4S Infrastructure: 9 WPAZPSK AES alll
() |NTGR_VMB_1439667116 Infrastructure: 9 WPAZPSK AES alll
() |HP-Print-B5-Photesmart 7520 Infrastructure: 1 WPAZPSK AES alll
() |Brewers Infrastructure & WPAZPSK AES alll
() |METGEAR13 Infrastructure: 1 WPAZPSK AES alll
) |GPM-WEP Infrastructure: 3 WPAZPSK AES alll
() |GARMINK Infrastructure: 7 WPAZPSK AES alll
() |Territynn Infrastructure 11 OPEN WEP all
() |belkin.e58 Infrastructure 1 WPRAZPSK AES all
() |belkin.e58.guests Infrastructure 1 OPEN NONE all

Select your Wi-Fi network from the list and click "OK".
Check that your network name has now been filled into the SSID field.

SSID: [NETGEAR45 || search. .
Mode: Infrastructure ¥

(Select Infrastructure mode if using wireless router.)

Security mode: WPAZPSK v

Encryption type: AES ¥
WPA key:
Retype WPA key:
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Do NOT change any of the settings ( SSID, Mode, security mode, Encryption type ). Enter the "WPA Key".

Tip: WPA Key is also known as the wireless key or password and they are case sensitive. Most likely your wireless
network was set up with a password. If you don’t remember it, you can check your router’s wireless setup menu or
ask the person who set up your wireless network.

PiHYLINK Live View | Wizard | System | Support | Reboot
* Wireless setup accepted successfully! b Camera
Wireless Setup - Network

Wireless Setup

Wireless: ® Enable © Disable

TCR/IP Setup
SSID: NETGEARA45 | Search... DDNS Setup
Mode: Infrastructure UPNP Setup
(Select Infrastructure mode if using wireless router.) P2P Setup
Security mode: WPAZ-PSK b Storage
Encryption type: AES ¥ Task
WERA ke\!r: oy Tools
Retype WPA key: -------------

Click the "Apply" button and "Wireless setup accepted successfully” message will be displayed.

Now you should click the "Test" button to check if all the information about the wireless was entered correctly.
If the test reports "Wireless Test Successful™ you can remove the network cable and the camera should work through
wireless network after a short delay.

PHYLINK Live View | Wizard | System | Support |
Wireless Test Successful } Camera
* Network

Wireless connected. Wireless Setup

TCR/IP Setup
DDNS Setup
UPMP Setup

Tips:

1. Please note that as long as the cable is still attached, the camera's System page will show " No wireless connection
since you are still using the wired network and only one network can be active.

After unplugging the Ethernet cable, system page shows "No Ethernet connection" since the camera is connected to
router with wireless connection.

2. This camera can be setup through a WPS connection if your router supports this function. To connect to your
camera to router through WPS, press the WPS button on your router and then press the WPS button on the camera.
This will establish the connection. To learn how to set up the camera over Wi-Fi using WPS, please read “Appendix G:
Setting up the Camera over Wi-Fi using WPS” towards the end of this manual.
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